
Approx. Cost     Rs. 40.000  Million     Time Limit  . 2 Year

Earnest Money:  5% of Bid Amount

Sr # Ch# It. #

STANDARDIZED ITEMS.

Surface Drain

1 4 13 Dismantling of brick work in cement sand or lime mortar 2505 % Cft

2 3 10i Earthwork excavation in irrigation channels, drains, etc. to 

designed section, grades and profiles, excavated material 

disposed off and dressed within 50 ft. (15 m) lead:- ordinary
3028.00 %0 Cft

3 6 3d Cement concrete brick or stone ballast 1½ " to 2" (40 mm to 

50 mm) gauge, in foundation and plinth:-(d) Ratio 1: 6:12 1786 % Cft

4 20 1(b ii) Tega formed of pacca brick on end, laid in and cement sand

1:5 ratio, 4:5 inch thick
4764 %Rft

5 7 4-i Pacca brick work in foundation and plinth ratio 1:5. 5884 % Cft

6 20 3-b Pacca brick on edge, laid in reimbursement, in cement, sand

mortar, on sides of drain and on other work where required

all joints to be completely filled and struck flush: Ratio 1:5

5360 % Sft

7 20 6-a Constructing Punjab standard drains of cement concrete

1:2½:5, with cement concrete bedding ratio 1:6:12 complete,

laid to lines, grades. Slopes and shapes, rendering exposed

surface of concrete with 1:1 cement, sand mortar ¼” thick

Type -I

5955 P.Rft

8 6 6,5(a)i(3) Providing and Laying R.C.C Slab 233 P.Cft

9 6 9-b Fabrication of mild steel reinforcement for cement concrete,
714 % KG

10 1 1 Carriage of 100 Cft. (2.83 cu.m) of all materials like stone 

aggregate, spawl, kankar lime (unslaked), surkhi, etc. or 150 

Cft. (4.25 cu.m) of timber, by truck or by any other means 

owned by the contractor. Up to 75 KM lead from sikhanwali 

quarry. Ration of concrete(1:2:4) Dry material for 100 Cft 

205 % Cft

Street Pavement 

11 4 29 Dismantling brick or flagged flooring without concrete 

foundation.Qty: as per statement attached
56530 %Sft

12 3 1-b, 17-ab Earth work in filling in streets including excavation

undressed in ordinary soil. Transportation of earth all types

when the total distance, including the lead covered in the

item of work, is more than 1000 ft. (300 m) a) upto ¼ mile

(400 m). B) for every 330 ft. (100 m) additional lead or part

thereof, beyond ¼ mile (400 m) upto one mile. 

92062 %0 Cft

13 6 3 f Cement concrete brick or stone ballast 1½ " to 2" (40 mm to

50 mm) gauge, in foundation and plinth:-d)  Ratio 1: 7:20 83680 % Cft

14 6 5-f Cement concrete plain including placing, compacting,

finishing and curing complete (including screening and

washing of stone aggregate): (f) Ratio 1: 2: 4

3123 % Cft

15 10 43(c) Providing and Laying "TUFF PAVERS" having of 7000 PSI, 

curshing strength of approved manufecturer, over 2" to 3" 

sand cushion i/c grouting with sand in joints i/c finishing to 

require slope complete in all respect (50% Grey / 50% 

Coloured) (B) 60-MM thick

14235 P.Sft

16 10 43(b) Providing and Laying "TUFF PAVERS" having of 7000 PSI, 

curshing strength of approved manufecturer, over 2" to 3" 

sand cushion i/c grouting with sand in joints i/c finishing to 

require slope complete in all respect (50% Grey / 50% 

Coloured) (C) 80-MM thick

149390 P.Sft

17 18 19 Providing an laying dry brick pavement/soling in streets or 

roads, etc. sand grouted laid in proper camber including 

watering, compaction of bed and sand cushion. 1674 % Cft

18 1 1 Carriage of 100 Cft. (2.83 cu.m) of all materials like stone 

aggregate, spawl, kankar lime (unslaked), surkhi, etc. or 150 

Cft. (4.25 cu.m) of timber, by truck or by any other means 

owned by the contractor. Up to 75 KM lead from sikhanwali 

quarry. Ration of concrete(1:2:4) Dry material for 100 Cft 

2748 % Cft

Culvert 1.50 Span

BID SCHEDULE

Name of Work:CONSTRUCTION OF Tuff Tiles work in Bara Wala,RabarTarar,Ramkey Chatha and Kolu 

Tarar District Hafizabad.

MRS, 2nd BI-

ANNUAL  (Period Ist 

July,  2019 to 31 st 

December, 2019)

Description of Items Qty Unit
Rate to be quoted by 

the contractor



19 3 21(b) Excavation in foundation of building, bridges and other 

structures, including dagbelling, dressing, refilling around 

structure with excavated earth, watering and ramming lead 

upto one chain (30 m) and lift upto 5 ft. (1.5 m) in ordinary 

soil.

216 %0 Cft

20 6 3-d Cement concrete brick or stone ballast 1½” to 2” gauge in

foundation and plinth ratio 1:7:20.
72 % Cft

21 7 4-i Pacca brick work in foundation and plinth in (1:5) 120 % Cft

22 6 5-f Cement concrete plain including placing compacting

finishing and curing complete (including screening and

washing of stone aggregate. Ratio 1:2:4.  

8 % Cft

23 11 9(a) 3/8” thick Cement plaster 1:4 105 % Sft

24 6 6(b iii) Providing Laying of Reinforced cement concrete (i/c sand 

and screened graded and washed aggregate in required 

shape and design i/c forms, moulds surface complete (but 

excluding the cost of steel reinforcement its fabrication and 

placing in position etc. (a)(ii) Reinforced cement concrete in 

slab of  rafts / strip foundation, base slab of column and 

retaining walls; etc and other structural members other than 

those mentioned in above not requiring form work (i.e. 

horizontal shuttering) complete in all respects:- Type C 

(nominal mix 1:1½:3)

79 P.Cft

25 6 9-b Fabrication of mild steel reinforcement for cement concrete, 

including cutting, bending, laying in position, making joints 

and fastenings, including cost of binding wire and labour 

charges for binding of steel reinforcement (also includes 

removal of rust from bars):- deformed bars.

243 % Kg

26 1 1 Carriage of 100 Cft. (2.83 cu.m) of all materials like stone 

aggregate, spawl, kankar lime (unslaked), surkhi, etc. or 150 

Cft. (4.25 cu.m) of timber, by truck or by any other means 

owned by the contractor. Up to 75 KM lead from sikhanwali 

quarry. Ration of concrete(1:2:4) Dry material for 100 Cft 

70 % Cft

 SULLAGE CARRIER (1.50 x 1.50)

27 3 10-i Earthwork excavation in irrigation channels, drains, etc. to

designed section, grades and profiles, excavated material

disposed off and dressed within 50 ft. (15 m) lead:- i) ordinary
10913 %0 Cft

28 6 3-(f) Cement concrete brick or stone ballast 1½” to 2” gauge in

foundation and plinth ratio 1:7:20.
3601 % Cft

29 7 4-i Pacca brick work in foundation and plinth in (1:5) 9821 % Cft

30 6 5-f Cement concrete plain including placing compacting

finishing and curing complete (including screening and 
1550 % Cft

31 11 9(a) 3/8” thick Cement plaster 1:4 upto 10’ height. 8730 % Sft

32 6 6(a)ii(3) Providing and laying R.C.C Slab on sullage carrier in front
600 P.Cft

33 6 9-b Fabrication of mild steel reinforcement for cement concrete, 
1838 % Kg

34 1 1 Carriage of 100 Cft. (2.83 cu.m) of all materials like stone 

aggregate, spawl, kankar lime (unslaked), surkhi, etc. or 150 

Cft. (4.25 cu.m) of timber, by truck or by any other means 

owned by the contractor. Up to 75 KM lead from sikhanwali 

quarry. Ration of concrete(1:2:4) Dry material for 100 Cft 

1892 % Cft

Deduction of Old Material

1 Old Brick
186964

P.%o 

Nos

2 Old Brick Bats 9233 % Cft

CONTRACTOR 

NAME & ADDRESS

________________________

CONDITIONS:-

1.  Conditional tenders / rates will not be entertained.

2. All the conditions of “Revised Contract Agreement” and conditions mentioned in the  DNIT will form part of the  agreement and 

binding upon the contractor.

3. As per Government of the Punjab, Finance Department, Notification No. RO (Tech) FD1-2/83(VI) (P) dated Lahore the  6th April, 

2005, in case the total tendered amount is less than 5% of the approved estimated (DNIT) amount, the lowest  bidder will have to 

deposit additional performance security from the Schedule Bank equal to tendered amount below  stimated cost within 15 days of 

issuance of notice or within expiry period of the bid, whichever is earlier.


